
 
QuadCam USB 2.0 Premier  
 
 

 
 
 
 
 
USB 2.0 Hi-Speed Digital QuadPlexer 
With ‘InControl’ Software and an additional 
Monitor output that will work even when your 
PC is off. 
 
  
 
 
 
 
 
 
 
Congratulations on your purchase of the QuadCam Premier, Digital Quad Processor based on 
USB interface! QuadCam Premier is a dual mode Digital Quad Processor. It is powerful video 
capture processor providing the best video quality over USB 2.0 interface. The QuadCam 
Premier allows you to connect 4 CCTV cameras simultaneously and view the images on both PC 
screen and CCTV monitor in a Quad mode. You can also record quad image in VCR and save 
digital images in PC HDD. In addition, there are two audio channels for recording.  
 
Quad Screen in DVD Image Quality:  
 
Quadcam Premier provides DVD image quality - clear and colorful. Zero compression assures 
highest image quality. You can get real resolution 320 x 240 (CIF mode) in each channel when 
you get 4 camera images on the screen.  
 
USB 2.0 Interface, Easy Installation:  
 
QuadCam Premier uses USB2.0 interface. Its plug & play feature is easy for you to install, 
expand and maintain without taking apart of the PC.  
 



 
Two Audio Channels:  
 
QuadCam Premier has two audio inputs. You can connect CCTV cameras with microphone to get 
the voice; however, you can only monitor and record one channel at a time.  
 
 
Dual Mode:  
 
QuadCam Premier has a USB 2.0 port and a video output connector. It can work both with analog 
image and digital image.  
 
Displays video images on CCTV Monitor and PC Monitor simultaneously.  
 
Records video images on VCR and DVR (PC HDD) simultaneously.  
 
 
Hardware Specification  
 
QuadCam Premier Hardware Specifications:  
 
PC Interface  USB 2.0 High Speed 
Video Input  4 Composite (analog) inputs with BNC connector
Video Output  1 Composite output with BNC connector 
Video Standard NTSC, PAL, SECAM 
Capture Rate  Up to 60 fps per Camera (OEM version only) 
 Default setting is up to 30 fps. 
Audio Input  2 Audio inputs with phone jack connector 
Frame Size  320x 240 or 640x480 
Hardware Zero Compression 
O/S Support  Microsoft Windows 2000/XP 
Operating DC 5V, 2Amp 
Voltage  
Dimension (W x 197 x 142 x 36mm 
D x H)  
Weight 765 g 
 
 
* All specifications are subject to change without notice * All brand names and trademarks are the property 
of their respective owners  
 

Minimum System Requirements  
 
Microsoft Windows XP (SP2)  
 
Intel CPU P4  2.4Ghz  
 
256MB system memory USB 2.0 port  
 
CD-ROM OR DVD-ROM drive  
 
56K or above Internet connection for remote video surveillance Ethernet interface for remote 
video surveillance over LAN  
 
 



 
 
 
 
Hardware Installation Guide 
 
 
QuadCam Premier ( Hardware Installation - Quick Setup )  
 
 
 
You must connect the DC5V power adapter to the DC5V connector and the DQP-A4 Premier will 
be powered on. In order to operate the QuadCam Premier on a PC, you must connect the 
QuadCam Premier to the PC by a USB A-B cable. After the connections are ready, please insert 
the CD of Driver into your CD-ROM or DVD-ROM drive.  
 
 
 

1. Make sure your operating system Windows XP has upgrade to SP2 ( Service Pack 2 ).  
 

2. The Driver is still programmed as INF. File; hence, please make sure the power adapter    
and USB cable are connected before the Driver installation.  

 
3. “ Found New Hardware “ will be appeared at the bottom of right corner side after the USB 

cable has been connected to the PC.  
 

4. Please insert the CD of Driver into a CD-ROM or DVD-ROM. ** Click “ Next “ to continue.  
 

5. The wizard is asking where to search the Driver. ** Choose “ Search for the best driver in 
these locations. “  

 
6. Choose “ search removable media ( floppy, CD-ROM… ) “ if you are installed by CD.  

 

7. Please wait for a while, the wizard installs the software.  

 

8. The installation is completed. ** Click “ Finish “ to close the wizard.      All trademarks and  

 

 

 
  


